
The (green) CAT5e cable cable is used in the Local Audio Socket - ensure the wiring is as the Builder Bible.1

A External Speaker socket is installed and 
a cable connects the External Amp unit to 
the socket. The External Amp can be 
hidden out of sight if you want to.

The speakers are connected to the ‘left’ 
and ‘right’ speaker inputs on the rear of 
the External Amp unit.

A ‘Control Eye’ is connected to the infrared 
input socket on the rear of the External 
Amp unit. This allows a remote control to 
be used to control the volume, source 
etc... Locate the ‘control eye’ so it can pick 
up the remote control signals, and out of 
direct sunlight (this will help it work more 
effectively).

Use the remote control to turn the volume 
up and down, mute and change source 
from the main a local source.

If a local source is used (such as an iPod), 
this connects to the back of the External 
Amp.

The External Amp is plugged into a 13Amp 
socket.
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Call 0870 350 1337
to activate your

music system

FAQ - Multi-room audio: what if I want music in the bathroom?

You can wire the audio in the bathroom just as you would in any other Connected Room, with the only difference being you don’t locate a Local Audio 
Socket in the bathroom. The speakers are water resistant, and if you plan to use our SONOS option, their controller is fully splashproof.

 If you have a small bathroom or WC, you can even use just one ceiling speaker which can be set to give you a Mono sound. Wire as you would any other 
Connected Room but do not wire the secondary speaker location as only one speaker is used, and remember not to wire for a Local Audio Socket.

Our SONOS option which will allow you to control your music using their amazing hand-held controller. We even have a "Digital Plumbers GOLD" option using 
SONOS and our fantastic active freestanding or bookshelf speakers. Please call us if you want to discover more... 

All equipment (included leads and cable for installation) can be bought from 
digitalplumbers.com - its easy.
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this works well with... Call.... 0870 850 1337

Ensure the wiring is as 
the Builders Bible - i.e
unbroken to the sockets
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External passive speakers
External Amp unit

Local Audio socket swapped for an 
External Speaker socket

Cable running to the 
Distribution Point (DP)

A cable runs from the Distribution 
Point (DP) to a ceiling speaker 
location, where a 1.5m coil is left.

A cable runs from the Distribution 
Point (DP) to a ceiling speaker 
location, where a 1.5m coil is left.

A separate cable connects the Active 
speaker and the Passive speaker 
location where a 1.5m coil is left

Remember - it is dangerous to use mains 
voltage equipment in the bathroom, so don’t 
wire for a Local Audio Socket as you will not be 
able to locate any hi-fi system in the bathroom 
(don’t worry - our ceiling speakers are low 
voltage and completly safe to use).

Remember - if you dont use a Room Media 
Socket it can be used elsewhere to give a 
choice of socket locations (you could use it for 
another computer location in a study for 
instance)
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